
LA-6948-MS
Informal Report

c, 3

CIC-14 REPORT COLLECTION
RWTKMXJCTION UC-2M

Issued: September 1977

Imploding-Liner Reactor Nucleonic Studies:

The LINUS Blanket

Donald J. Dudziak

104):sa Iamos
scientific laboratory

of the University of California
LOS ALA MOS, NEW MEXICO 87545

An Affirmative Action/Equol Opportunity Employer

UNITEO sTATES

ENERGY RESEARCH AND DEVELOPMENT ADMINIsTRATION
CONTRACT W-7405 -ENG. 36

ABOUT THIS REPORT
This official electronic version was created by scanning the best available paper or microfiche copy of the original report at a 300 dpi resolution.  Original color illustrations appear as black and white images.For additional information or comments, contact: Library Without Walls Project Los Alamos National Laboratory Research LibraryLos Alamos, NM 87544 Phone: (505)667-4448 E-mail: lwwp@lanl.gov



*

Printed in the United States of America. Available from
National Technical Information Service

U.S. Department of Commerce
5285 Port Royal Road
Springfield, VA 22161

Price: Printed Copy S3.50 Microtlchc S3.00

TM. ,*$UCI -mm W1l.,cd m. m“ accuullt .r work“$.mmarrd
b, !h. l’nltrd S1.le (rnwernnmmt.Xeillw [heL!nltrdI!ttl”
- theItnitrd !41.tr+K..rm Rcw. rrh .nd lk.wlo mm Ad-
mlmi.1..!ln.. m.n . . . of thel. tmpl.wes. not.m. ~thclcco,.
t,..tor-. .ubr,,ntr.ceer.. ., their .m,l.. ra. m.kss .my
w.rr..!y. pw. o. implkd,or . ..umcw..y Iq.1 11.billt} or
rrmmmthiht~(ur llw uwuram. mmoltte.es.. at .nf.lrn. d
..v informctiom.wumraltu.praiurf. or m. dlorlaed. or
rrpmr~l. Ihut i$. UU. -..14 nti Inmnm prl.stelv owned
right..



IMPLODING-LINER REACTOR NUCLEONIC STUDIES: THE LINUS BLANKET

by

Donald J. Dudziak

ABSTRACT

Scoping nucleonic studies have been performed
for a small imploding-liner fusion reactor concept.
Tritium breeding ratio and time-dependent energy
deposition rates were the primary parameters of

‘~~ --interestin the study. Alloys of Pb and LiPb were
E E=c6”nsideredfor the liqu.i.dliner (blanket),and tri.t-
=Z63um breeding was found to be more than adequate

r~=s ‘-with blankets less than 1 m thick. However, neu-.=.—
5= ‘-tr?n leakages into the solid cylinder block sur-‘~~[
<~~1 rounding the liquid liner are generally quite high,
:=.Dol so considerable effort was concentrated on minimizing
-~~hese values.
__
3== Time-dependent calculations reveal
“~~~ that 89% of the energy9_ is deposited in the blanket_
s -– within 2 PS.~m Thus, LINUS’s blanket should remain
~ ~~~-~~:m~:r the requisite neutron and gamma-ray

.

I. INTRODUCTION

For some years there has been discussion of controlled thermonuclear fusion
using imploding-liner flux compression to produce plasmas in magnetic fields of
over 100 tesla. Recently, a conceptual design of a fusion reactor,hased upon an
imploding liquid metal liner,has been proposed at the Naval Research Laboratory.l
Technical motivation and details of the concept, dubbed the LINUS reactor, are
given in Ref. 1; the discussion here is confined to those features impacting
nucleonic aspects of the design.

As a calculationalmodel,we can consider the reactor as an infinite cylinder
with a plasma radius during maximum D-T burn of . 0.1 m. Outboard of the
plasma are various liquid combinations of lithium and lead, which are parametri-
zed in the nucleonic studies. The thickness of this liquid blanket is also a
parameter, varying from 0.8 to 1.7 m. Outside the blanket are a cylinder block
and pistons, which are used to impart rotational energy to overcome hydrodynamic
(Rayleigh-Taylor)instabilities on the inner surface of the liquid blanket. In
the model,this cylinder block/piston region (referred to below as generically the
“cylinder block”) is represented by a 0.15-m-thick stainless steel region.
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During feasibility studie~ several nucleonics questions needed to be ad-
dressed.

(1)

(2)

(3)

These included:

the requirements on blanket thickness and lithium concentration,
in order to have a net tritium breeding ratio greater than unity,

the need to minimize neutron and gamma-ray leakage into the
cylinder block,in order to limit energy deposition and activation
in this region, and

the time dependence of the energy deposition in the blanket.

This report summarizes the interim

II. TIME-INDEPENDENT CALCULATIONS

For consideration of integral

results from studies of these problems.

responses such as tritium breeding, activation,—
and total energy deposited per pulse, time-independentcalculations are adequate.

—

Our first objective was to devise a LINUS blanket which would be as thin as pos-
sible, yet recover most of the thermonuclear energy inboard of the cylinder block.

Initial scoping studies have been performed to determine the breeding poten-
tial of LiPb + Pb alloys when used in an imploding liner. The technological in-
terest in such alloys stems from the need to breed tritium from lithium, while at
the same time having a high density and relatively incompressible liner. Lead is
a desirable material from inertial and compressibility considerations, as well as
for its low chemical reactivity. Alloys of lead and LiPb with less than 1.0 mole
lithium per mole of lead have been found to be sufficiently unreactive for use as
shields and collimators,2 for example. Thus, such alloys are considered to be
satisfactory, from a reactiveness viewpoint, for imploding liners.

Nucleonics calculations first were performed to find an envelope of param-
eters in which acceptable tritium breeding could be achieved. At the same time,
neutron leakages from the blanket were computed, along with energy deposition in
both the blanket and cylinder block for one configuration. The leakagesthen pro-
vide an approximate measure of heating and radiation damage to the cylinder block
and mechanical constraints outboard of the liquid imploding liner. All neutron
and gamma-ray transport calculationswere based upon the one-dimensional cylindri-
cal model proposed by Turchi and Robson.1>3 parameters studied for their effect
on breeding ratio and neutron leakage were:

(1) blanket thickness,

(2) lithium concentration in LiPb, including some inner layers of pure lithium,

(3) 6Li concentration in lithium, and

(4) cadmium “poisoning” concentration in lead.

All one-dimensional transport calculationswere performed with the discrete-
ordinates transport code DTF-IV4 in an S6-P3 mode, using the LASL/CTR coupled
cross-section library for 25 neutron and 21 gamma-ray groups. The cylindrical
model has a O.1-m-plasma region,representative of the stage of implosion at which
the maximum thermonuclear burn occurs. Outboard of this is the imploding LiPb +
Pb liquid liner of varying thickness and composition,followedby a 0.15-m struc-
ture of type 316 stainless steel (i.e., the cylinder block).

The first parametric set of one-dimensional discrete-ordinates transport
calculations considered a homogeneous blanket using natural lithium and 50 w/o
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LiPb in the alloy. This concentrationwas chosen,based upon several considera-
tions, including a liquidus curve5 showing a rapid increase in the melting point
(from -.470°c to - 720”C) as the atomic percent of lithium exceeds about 60. Also,
it was expected intuitively,and later verified,that high lithium concentrations
are not necessary for effective breeding. According to Ref. L* the density of
the LiPb + Pb alloy is given by

P;l
b=++—

11.9 7.86’

where a and b are the weight fractions of lead and LiPb, respectively. At 450”C,
the assumed operating temperature for the blanket, the density is given by3

P = 0.92 po.

From these equations,it appeared that the best attenuation of the primary 2.25-pJ
(14-MeV)neutrons, and the most neutron multiplication by (n,2n) reactions in
lead, would occur at lower concentrationsof LiPb. Although thinner neutron
multipliers made of lead have been analyzed previously,6 this is the first time

thick (. l-m) lead blankets have been studied. Early calculations quickly showed
that tritium breeding ratios greater than unity could be achieved with blankets
much less than 1 m thick, using natural lithium, but neutron leakages were intol-
erably high at these thicknesses. This effect is caused by the high’neutron
multiplication in lead (almost a factor of two, as can be seen for low values of
fw(LiPb) in Fig. 1), combined with a low-absorption cross section for lead at
all neutron energies. A reference blanket thickness of 1 m was then chosen, and
the breeding and leakage characteristicswere investigated as a function of
fw(LiPb), the weight percent of LiPb in the LiPb + pb alloy. Figure 1 shows
the results of this study. Clearly, the tritium breeding ratio is more than
adequate for all values of fw(LiPb) in the range [0.05,1.0]. The curve labeled
T7 shows the 7Li(n,n’t)4He component of the total tritium breeding ratio. It
is therefore clear that most of the breeding is in 6Li, with considerable enhance-
ment from the secondary (n,2n) neutrons from lead. The neutron right leakage from
the blanket into the cylinder block, denoted L2 on Fig. 1, varies inversely with
fw(LiPb), but is still unacceptably high for reasonable values of fw(Lipb); i.e.,
values less than about 0.5 weight fraction LiPb.

Using the results of the parametric study shown in Fig. 1, it was decided to
choose fw(LiPb) = 0.5,the maximum practical value from melting point considera-
tions.5 Next, an alloying element for the LiPb was sought which would have the
properties of (1) alloying with LiPb + lead without seriously altering mechanical
and chemical properties, especially melting point, and (2) providing a neutron poi-
son to control the extraordinarilyhigh tritium breeding ratio, while decreasing
the leakage. Unfortunately, the leakage spectrum for the reference case peaks at
10fJ (6 x 104 eV), as can be seen in Fig. 2. This figure shows the spectrum,

normalized to a unit D-T neutron source rate per cm along the cylindrical axis.
The blanket thickness, R, is 1.0 m, and the spectrum is taken at 0.005 m inward
from the outer surface of the blanket; namely, at R = 1.095 m. Recall that the
plasma region, and thus the neutron source region, is 0.1 m in radius. The spectrum
at the inboard portion of the blanket has a similar peak at - 20 fJ, but with an
additional large peak at 2.25 pJ (14 MeV), as shown in Fig. 3. Thus, no suitable

‘-Equation(1) from Ref. 2 has an apparent error, so exponents (-1) have been
deleted from the right-hand side of that equation.
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Fig. 1. Breeding and leakage characteristicsvs LiPB content for l-m-thick
blanket.

poison could be found which would absorb neutrons in the keV region and satisfy
other criteria, so cadmium was selected as a trial material because of its other-
wise desirable chemical/alloyingproperties. Figure 4 shows the relative inef-
fectiveness of cadmium in reducing leakage, as well as its effective competition
with ~i for absorption of low-energy neutrons. The abscissa in Fig. 4 is the
isotopic fraction of cadmium,as a fraction of total lead atoms. Possible col-
loidal suspension of materials other than cadmium might prove more effective and
should be explored in any further conceptual design studies.

A design breeding ratio which will allow for data uncertainties and multi-
dimensional effects, is - 1.1. Very little provision for blanket structure or
inhomogeneitiesneed bemade, because by its intrinsic nature,the imploding liquid
blanket is homogeneous and without internal structure. From Fig. 4 it can be
inferred that significant poisoning can be tolerated in a l-m-thick blanket, so
blanket leakages to the cylinder block of . 0.1 appear achievable if materials
such as tantalum or tungsten can be introduced in the blanket. As noted above,
the large excess of neutrons in the blanket is due almost exclusively to (n,2n)
reactions in lead, which almost double the initial neutron population. For ex-
ample, from Fig. 4 at fi(cadmium in lead) = 0.0 the breeding ratio is 1.81 and
the leakage from the blanket (L2) iS 0.187. Even ignoring other absorption in
the blanket, one has 1.997 “neutrons!’per D-T neutron. It can also be concluded
from Fig. 4 that most neutrons which leak from the blanket into the cylinder
block (L2) continue on through the cylinder block and escape (L3). The fraction
of neutrons absorbed in the cylinder block (approximatelyL2-L3) is only about
0.03 at a Cd isotopic fraction in Pb of 0.1. This fraction absorbed in the
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cylinder block is approximately 25% of the neutrons leaking from the blanket into
the cylinder block. Again, considerationof the blanket leakage spectrum in Fig.
2 explains the relative transparency of the cylinder block to the leakage neu-
trons. Neutron absorption in the cylinder block is primarily due to resonance
capture in iron at . 160 aJ (1 keV), and in fact,almost half of the absorption
occur in neutron energy group 17, which encompasses 72.6 to 198 aJ.

Of considerable interest in any blanket design is the spatial distribution
of nuclear heating (neutron and gamma-ray) in the blanket and structure, as well
as the volume integral of the energy. Figure 5 presents the spatial distribution
of neutron plus gamma-ray energy deposition in the reference blanket and cylinder
block. There is a decrease of over two decades in the blanket. with a small ~amma-
ray heating peak at the outer boundary. Values given in
a unit D-T neutron in the plasma region per cm length of
loading of ~ MW/m2, where the neutron current is 4.44 x
normalized source would be

-1 -1
SL(cm s ) =4.44 x1017~ A/L

w

= (4.44x 1017)(2TX 10-3)YW

= 2.79X1015 ~
w“

Fig. ~ are normalize~ to
the cylinder. For a wall
1017 ~w m-2s-1, the re-

Here A/L is the wall area per unit length (m2/cm). Assuming a wall loading of ~w
= 1.0 MW/m2, the maximum heating in the blanket and the cylinder block are 5.0
and 2.8 x 10-2 MW/m3, respectively. Also, the integrated total heating in the
blanket is 2.807 pJ per D-T neutron; and similarly in the cylinder block, 0.073 6
pJ. Thus the energy multiplication of the 2.25-pJ D-T neutrons is 1.248 in the
blanket, and 1.280 in the combined blanket and cvlinder block. The latter is the.
equivalent of 18.0 MeV deposited energy per D-T neutron.

III. TIME-DEPENDENT CALCULATIONS

An important consideration in the thermal-mechanicalstability of the im-
ploding liner is the time scale over which the nuclear energy is d~posited in the
blanket. Rough estimates were first made by simple slowing-down calculations 7
and by comparison with time-dependentcalculations for laser fusion reactors.A

From the time-independentdiscrete-ordinates transport calculations it was deter-
mined that most of the absorption occurs in the 0.1- to 10-fJ ( - 103- to 105-eV)
energy region. Based uponresultsfrom Ref. 7 and a slowing-down time calculation*
in lithium, an upper limit of . 10 PS can be inferred for the energy deposition
time. From Ref. 8,the time is known to be > 0.1 us. Time-dependentMonte Carlo

9 indicate that 81.4% of the total energy iscalculations, using the MCNG code,

*
The slowtig-down time in lithium from 2.25 pJ to 800 aJ is given by

t=mi 1—_Zp ‘), where ~Li s 0.263 is the average lethargy increase per
q%

scattering collision,

6

t 3 ps,= zs ~ 2.4 x 10-2 cm-l is the average macroscopic
scattering cross section, m is the mass of the neutron
(g), E. is the initial neutron energy (ergs), and El
is the final neutron energy (ergs).

!



.

? [iIR]

MS I 0.19

fw {LIPb)=O.6

L75
‘cd + Pb * Cm.

- OJ7

L2 & Larluqt trm blankti

1.65 - L, A Lmknw francyllndub40dI – als

L55 - - on

1.45 - - all

1.35 - - ao6

12S –
[BR] C

- 0.07

1.15 - - aa

1.0s- 00s

.,,~..
0.0 0.02 0.04 0.06 O.m 0.1 0.12 0.14

fl (Cd ha Pb)

Fig. 4. Effect of Cd substitution for Pb on breeding and leakage characters tics.

10-14 L
1 I I I I I 1 I I I I I [

JJI’+ = 2.607 pull

~,. 0.07356 ,,/.

10-15 L\

I \l
Plasma
scum

8LANKf . ~ ;~ $b Pb ( ‘Ll)

@, ‘w@)

lx%.]
I I I 1 I I I I 1

0.0 alo a20 a30 a40 mo Q60 O.~ W Q90 LOO IN 1,20 1.30 I 40

Rows(m)

Fig. 5. Spatial distribution of neutron plus gamma-ray energy deposition in
reference blanket and cylinder block.

7



deposited in < 0.5 us, 8% from 0.5 to 2.0 PS, 6% from 2.0 to 5.0 Ps, and 3% from
5.0 to lo.o~s. Analysis of these results shows that the energy is effectively
absorbed before si ificant mechanical disruption of the blanket occurs.

!?
A rule-

of-thumb criterion used for energy absorption is that essentially all the energy
should be deposited within < 10 us, so a secure margin for error in the time-de-
pendent Monte Carlo calculations still exists. These calculations show that only

4% of the energy is deposited after 5 Ps. Thus, it appears
mechanically secure for the lifetime of almost all nonleaking
rays.
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